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\ (54) Title: NEEDLELESS SYRINGE COMPRISING AN INJECTOR WITH NESTED ELEMENTS 
f (54) Titre: SERJNGUE SANS AIGUILLE AVEC INJECTEUR A ELEMENTS EMBOTTES 



rH (57) Abstract: . The invention concerns the field of needleless syringes for injecting an active principle for therapeutic purposes. 
•<J More particularly, it concerns a needleless syringe for injecting an active principle (7) initially set between an injector (1, 10) com- 
prising at least an injection nozzle, said injector being contacted with the skin, and a wall (8) mobile under the effect of a propelling 
*T system (9) pressurising and expelling the active principle through the injector located at the syringe downstream end (2). In order to 
J£; produce nozzles in a considerable injector thickness and to control the jet coherence distance, said injector (1, 10) comprises at least 
^ two elements (3, 4) whereof the contact surfaces (30, 40, 40') are oriented towards tbe skin, at least a groove (31, 41, 41') foi 
an injection nozzle in the assembly of said elements. 

is le domaine des seringues sans 
sans aiguille pour r injection d'un 
une buse d'injection, 


O (57) Abrege: 
^ therapeutique. Elle concerne 
2^ un injecteur (1, 10) 


'injection de principe actif liquide a usage 
actif (7) initialement place entre, d'une part 
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